GREENSTONE Columbia

ARCHITECTURAL LANDSCAPE SUPPLY

SPECIFICATIONS ASTM €07
GEOLOGY  Limestone Water Absorption % .31 psi
TYPE Tumbled Bulk Specific Gravity 2.83 psi
=@ PATTERN  2:1Random Ashlar ASTM C-170

Parallel to Rift, Dry 36100 psi
z HEIGHTS Varies from 2" - 8" (Full Bed & Thin Veneer)

Parallel to Rift, Wet 32000 psi
k| LENGTHS 6"-18" Perpendicular to Rift, Dry 35800 psi
]‘i DEPTHS 3/4" to 1-1/4" Perpendicular to Rift, Wet 30000 psi
a) COLORS Iélgh;a%;anyc (—egrey & buff w/soft, aged ASTM C-99

PP ’ Parallel to Rift, Dry 3770 psi
J COVERAGE 35-40 sq per ton (full bed) Parallel to Rift, Wet 3500 psi
A WEGHT 136 ASTM C-880
== FLATS 10 s/f Box, 100 s/f Crate, 180 s/f Crate Perpendicular to Rift, Dry 1780 psi
.J"L. CORNERS 10 I/f Box: 100 I/f Crate Perpendicular to Rift, Wet 1730 psi
,: NOTES Tumbled version of Fond du Lac Country.

GOLD Q‘l:JA.RRIER ‘GOLD FABRICATOR
ANSI/NSC 373-2013 ANSI/NSC 3732013
C0290908-101 €0289215-101
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